
BRAND :

REF. EAN 13 SAP CODE
003026 F125 DESIGN 500W PLUG 3410530030267 100000302600

003027 F125 DESIGN 1000W PLUG 3410530030274 100000302700

003028 F125 DESIGN 1500W PLUG 3410530030281 100000302800

003029 F125 DESIGN 2000W PLUG 3410530030298 100000302900

003030 F125 DESIGN 2500W PLUG 3410530030304 100000303000

Cable with Euro Plug type F

PRODUCT

ATLANTIC

BRAND STICKER

KEY SELLING POINTS & PRODUCTS ADVANTAGES

PRINCIPAL HEATING ELEM.

ELECTRIC SUPPLY

French, English, Spanish, Portuguese, 

German, Russian, Polish, Czech, 

Croatian, Bulgarian, Slovenian, Greek, 

Hungarian, Georgian, Russian, 

Ukrainian, Lithuanian

COMPATIBLE WITH… TRANSLATED INTO : QUICK START

Timer On (8 hours)

NO

NO

LAST UPDATE :

VOLTAGE

220-230V

Up to 25% Energy Savings thanks to his electronic

regulation & weekly prog in comparison with first

generation of mechanical thermostat.

220-230V

220-230V

220-230V

07/06/2019

FREQUENCY

50/60 Hz

50/60 Hz

50/60 Hz

220-230V

Engineered for long life.

HD (2 in 1) Designed for a fast heating & a homogeneous

temperature front plate.

50/60 Hz

50/60 Hz

DESCRIPTION

0500W

OUTPUT (W)

SOUND CONTROLS

Languages

ATLANTIC - F125 DESIGN PLUG

ATLANTIC

YES

MOBILE COMPATIBILITY NO

7 SEGMENT DISPLAY

COLOR

FONCTIONS

2000W

TEMPERATURE CALIBRATION YES

RESTRICTION

ECO YES (Setting allow up to off)

Languages

4 (COMFORT, ECO, WEEKLY PROG & TIMER)

French, English, Russian, Ukrainian, 

Polish, Estonian, Czech, Hungarian, 

German, Slovenian, Croatian, 

Bulgarian, Greek, Lithuanian, 

Macedonian

YES

YES (5 Pre-set prog + 1 free-set prog P6)

CONSUMPTION INDICATOR

HMI

Book ATL F125 Design

INSTRUCTION BOOK 2

Book General Conv Ukra

1000W

1500W

COMFORT

GENERAL SPECIFICATION

ON / OFF SWITCH

YES

ALU WING

PRODUCT'S RAW MATERIAL

FRONT PANEL SHAPE

NO

HORIZONTAL

PRESENCE DETECTOR

YES

YES (Set at 7°C)

CONNECTIVITY

N° OF RUNNING MODES

YES

NO

AIR OUTLET SHAPE

WHITE RAL 9016

POSITION

High precision electronic thermostat. Regulation is highly

accurate (0,1°C) and does not deteriorate over the time.

NONE

POWER RESERVE 0h

PUNCH AIR EXHAUST

STEEL

HEATING INDICATOR

TIMER

YES (Up to 30 min within -3,5°C Comfort / Eco) 

2500W

NO

NO

OPEN WINDOW DETEC YES (Disconnectable)

SMART CONTROL

STANDBY MODE

CURVED HD PANEL

YES

FROST FREE

TYPE OF INTERFACE

LIGHTS CONTROL MODES

INSTRUCTION BOOK 1 … TRANSLATED INTO :

CONSUMPTION ESTIMATION NO

PROG (EXTERNAL)

HMI

Pack 0 ERP

Safer (IP24, Class II double insulation, safety thermal cut out).

NO

ADAPTIV START CONTROL

YES (Up to 8h)

PROG (INTERNAL)

SECONDARY HEATING ELEM.

TEMPERATURE SETTING



REF. HEIGHT (cm) WEIGHT (kg)
003026 F125 DESIGN 500W PLUG 46,1 3,1

003027 F125 DESIGN 1000W PLUG 46,1 3,5

003028 F125 DESIGN 1500W PLUG 46,1 4,4

003029 F125 DESIGN 2000W PLUG 46,1 5,3

003030 F125 DESIGN 2500W PLUG 46,1 6,2

REF. HEIGHT (cm) WEIGHT (kg)
003026 F125 DESIGN 500W PLUG 49,3 3,7

003027 F125 DESIGN 1000W PLUG 49,3 4,2

003028 F125 DESIGN 1500W PLUG 49,3 5,4

003029 F125 DESIGN 2000W PLUG 49,3 6,1

003030 F125 DESIGN 2500W PLUG 49,3 7,2

76,1

LENGTH (cm)

NETT DIMENSIONS

39,1

46,5 11,4

11,4

11,4

61,3

WIDTH (cm)

PACKED DIMENSIONS

LENGTH (cm)

90,9 11,4

11,4

45

WIDTH (cm)DESCRIPTION

14

DESCRIPTION

14

TYPE OF HEAT OUTPUT / ROOM TEMPERATURE CONTROL

UnitSPECIFICATION

Value

PACKAGING POSTER COMES WITH

Wall brackets without feets

14

NoPRESENCE SENSOR

MINIMUM HEAT OUTPUT

LONG-TERM MAX HEAT OUTPUT

0,397

IP RATING IP 24

INSULATION Double (Class II)

FALL DOWN SENSOR

14

PACKAGING

COMPATIBLE ACCESSORIES

67,2

STANDARDSSAFETY

1482

0,000

P max, c

SPECIFICATION

No

RATED HEAT OUTPUT

kW

52,4

kW

HEAT OUTPUT

96,8

ERP Fix 39% NON MOBILE DEVICE

IN STAND-BY MODE

ELECTRONIC REGULATION AND WEEKLY TIMER Yes

ACTIVATION DURATION LIMIT

BLACK GLOBE SENSOR

kW

W

ERP MOBILE RATING COMMENTS

No

Yes

No

No

REMOTE CONTROL OPTION

ADAPTIVE ACTIVATION CONTROL

ERP FIX RATING

0,5 to 2,5

0,0

2,5

Yes

CMG-PACK0

Auxilliary power consumption

el max

Symbol

AT THE MIN HEAT OUTPUT

OTHER CONTROL OPTIONS

OPEN WINDOW DETECTION 

kW

kW

el min kW

Model references :

P min

P nom

Unit

Aditional information

el sb

0,000AT THE MAX HEAT OUTPUT

0,000



STICKERS

STICKERS



STICKERS

STICKERS


